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Product Information:

"Laser-welded segment disk
Heavy-duty use with building materials

Convenient to water and dry cutting, with guiding hole

Long lifespan thanks to segment height

Very Long lifespan and high cutting speed in fresh concrete (less than 21

days)

X-Wing technology for a structured distribution of diamond grains
Tungsten carbide tips to ensure a protection against wear in fresh concret

e

ULTRA BF

(Ref. 11130097)

Water and dry cutting-off of fresh concrete
Usage extréme

Norm: EN13236

Technical characteristics:

Height (cm) : 0.30
Width (cm) : 40.00
Length (cm) : 40.00
Net weight (Kg) : 2.34
Cutting off Dry and Wet
For machine gcircular saw
Speed (m/s)

Diameter (mm)

Ring length (mm)

Bore (mm)

Max. speed (rpm)

Ring height (mm)

Ring thickness (mm)
Number of rings

Hub Flat

SIDAMO - ZI des Gailletrous - 41260 La Chaussée St Victor
Tél : +33 (0)2 54 90 28 28 - Fax : 08 97 65 65 10 - Mail : sidamo@sidamo.com - Service utilisateur / Tél : 02 54 74 02 16


http://sidamo.com/en/product-ranges/diamond-tools/diamond-disk

