S ’DA M 0 PRODUCT SHEET | Update File: 10/19/2025
— C|RCULAR SAW BLADES | Carbide circular saw blade

OUTILS & SERVICES TECHNIQUES

NE 3

(Ref. 290207)

Cutting-off of aluminium profiles with thickness less than 3 mm,
aluminium frames, non-ferrous metals, plastic profiles
Usage intensif

Norm: EN847-1

300x3x30 mm Z=96
n max. 6500
- HW

Photo et textes non contractuels

Product Information: Technical characteristics:
"Carbide blade providing rapid and clear cutting-off Height (cm) : 0.30
Recommended for manual feed Width (cm) : 26.00
Materials Length (cm) : 26.00
Aluminium profiles with thickness over 3 mm aluminium frames, nonferrou Net welght (KQ) :0.94 .
| lasti il For machine Fixed machine
s metals, plastic profiles Diameter (mm) 260

Teeth thickness (mm) 2.8

Bore (mm) 30

Number of teeth 80

Teeth Negative flat dented teeth

Max. speed (rpm) 7300

Pinholes 2/7/42 + 2/9,5/46,5 + 2/10/60
Thick of the core steel 2.33

Reduction ring.s 30 to 20 & 30 to 16
Cuts Super finishing cut
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