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VV	130
(Ref.	21255080)

To	distribute	the	glue	under	the	tile	by	beating	action
Usage	régulier

Norm:	UN	3481	-	classe	9
Guarantee:	 		

Product	Information:
Vibrating	bat	suction	cup	on	battery	to	vibrate	the	tiles
To	evenly	distribute	the	glue	under	the	tile	and	facilitate	the	removal	of	ai
r	bubbles
Particularly	suitable	for	large	tiles	size	up	to	3000	x	1000	mm
Quick	suction	cup	adhesion	on	smooth,	non-porous	surfaces
Speed	change	built	into	the	switch	from	0	to	10000	beats	per	minute
Equipped	with	a	bubble	level	and	LED	lighting
Two-material	resistant	handle

Delivered	with:
-	transport	case
-	2	batteries	of	2	hA
-	charger	2A

Technical	characteristics:
Height	(cm)	:	14.50
Width	(cm)	:	14.50
Length	(cm)	:	33.00
Net	weight	(Kg)	:	2.20
Capacity	(kg)	35
Power	(V)	on	battery
Battery	(V)	20
Battery	(Ah)	2
Type	of	battery	Li-ion
Charger	2A
Diameter	(mm)	130
Vibration	frequency	(rpm)	0	à	10000
Sound	level	(dBA)	85

PRODUCT	SHEET	|	Update	File:	7/22/2025
LAYING	TILES	|	Vibrant	suction	cup	D.130	mm	capacity	35	kg
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