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SR	100	MV
(Ref.	20114123)

Usage	d'appoint

Guarantee:	 		

Product	Information:
Light	and	compact	band	saw
Manual	down	feed
Aluminium	cast	iron	bow
Swivel	arch	for	cuts	up	to	45°	and	60°	on	the	left
Ribbon	guides	equipped	with	bearings
Bow	recall	spring
Trigger	switch	handle
Manual	adjustment	of	tension	band
Electronic	variable	speed
Motor	protection	by	heat	breaker

Supplie	with:
-	band	saw	1330	x	13	x	0,6	-	8/12	teeth
-	adjustable	cut	stop

Technical	characteristics:
Height	(cm)	:	48.00
Width	(cm)	:	65.00
Length	(cm)	:	31.00
Net	weight	(Kg)	:	20.00
Power(kW)	0,85
Power	(V)	1-phase	230V
Speed	(m/min)
Round	cutting	capacity	(mm)	at	90
Squre	cutting	capacity	(mm)	at	90°
Rectangle	cutting	capacity	(mm)	at	90°
Left	round	cutting	capacity	(mm)	at	45°
Left	square	cutting	capacity	(mm)	at	45°
Left	rectangle	cutting	capacity	(mm)	at	45°
Vice	opening	(mm)
Working	height	(mm)
Tape	(mm)
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