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— C|RCULAR SAW BLADES | Carbide circular saw blade

OUTILS & SERVICES TECHNIQUES

KW

(Ref. 290138)

Cutting-off of all types of boards, precious plated boards, laminated
boards, plywood, melamine boards, chipboards
Usage intensif

Norm: EN847-1

Photo et textes non contractuels

Product Information: Technical characteristics:
"Carbide blade providing clear longitudinal cuts and dimensioning Height (cm) : 0.30
Materials Width (cm) : 25.00

Length (cm) : 25.00

Net weight (Kg) : 0.77

For machine Fixed machine
Diameter (mm)

Teeth thickness (mm) 3.2
Bore (mm)

Number of teeth

Teeth Positive staggered teeth
Max. speed (rpm)

Pinholes

Cuts Finishing cut

For all types of boards, precious plated boards, laminated boards, plywood
, melamine boards, chipboards. Max. thickness 30 mm

SIDAMO - ZI des Gailletrous - 41260 La Chaussée St Victor
Tél : +33 (0)2 54 90 28 28 - Fax : 08 97 65 65 10 - Mail : sidamo@sidamo.com - Service utilisateur / Tél : 02 54 74 02 16


https://sidamo.com/index.php/en/product-ranges/woodworking-tools/circular-saw-blades

